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1.  Product overview 
Guard sensor is a Wi-Fi wireless door/window sensor. It can monitor the 
status of the door/window after proper installed through your smart phone. 
When it is triggered, such as open, close or tampered, a push notification 
will be reported to your smart phone.  

2.  Product features 
•  Working in 2.4G wireless Wi-Fi: 
•  Support EX or AP mode for Wi-Fi connection: 
•  Send notification about tampered event: 
•  Detect the battery level and report: 
•  Report the low battery level alarm: 
•  Open/close history record and record clear: 
•  Complaint with CE,FCC and ROHS 

3.  Product structure  

 
 Sensor Body                    Magnet 



Power supply 2*  AAA battery, 3V

Wireless transmitting and receiving 
frequency 2.4GHz ~ 2.484GHz

Network protocol supported IEEE802.11 b/g/n

Transmitting power
802.11b:20dBm±2dBm@1Mbps
802.11g:14dBm±2dBm@54Mbps

802.11n:14dBm±2dBm@MCS7_HT20

Receiving sensitivity
802.11b:91dBm@11bps 8%PER

802.11g:75dBm@54bps 10%PER
802.11n:72dBm±@MCS7_HT20 10%PER

Vector error EVM
802.11b:≤35%

802.11g:28dBm max.
802.11n: 28dBm max.@MCS7_HT20

Working temperature 10 ~ +40c

Storage temperature 10 ~ +40c

Relative humidity 8% ~ 80%

Button activities and LED indicator
1. In the condition of clicking the button, if the LED indicator turns blue, the 
device is working. If not, the device is out of work, please check the battery 
supply.

2. In the condition of clicking the tam per button or trigger the window 
sensor (by taking apart the magnet from body), if the LED indicator turns 
purple, the device is non Wi-Fi connected. If the LED indicator turns blue, 
the device is Wi-Fi connect:

3. To press and hold the button for 5s makes the device enter Wi-Fi 
connection confi guration, and the LED indicator blinks rapidly (EZ mode) 
or slowly (AP mode). Device works in Ez mode default. Pressing and holding 
the button for 5s will make the device switch between EZ mode and AP 
mode.



5. Installation
1. The sensor body and magnet part have to be installed within 10MM when 
the door/window is closed.

NOTE:
1. - This sensor should not be mounted directly on or near metal
      framing or other large metallic objects since metal objects may
      weaken the radio signal strength.
2. - This sensor should only be placed indoor and away from
       water and other extreme weather conditions

2. - Using one of the following methods to mount the device on
       the wall, door or window:
2.1. - Screw the bidirectional mounting plate and magnet into
         the wall, door or window frame.



2.2. - Attach the double-sided mounting tape to the covers and to the wall, 
door or window frame.

NOTE:
Wipe clean the surface where the Guard sensor will be mounted.
Any dust and particles can reduce the adhesion of double-sided
mounting tape.

3. Ensure that the orientation marks of the sensor body and the magnet are 
oriented towards each other.



6. Start APP and account
6.1 - Scanning the following QR codes to
download the APP for Android and IOS system. Or you can download the 
app from the App Store and google play

6.2 - Start the APP and register an account with your email address.
Then login in the app with your account.

7. Add device
7.1 - Click “Add device”, select the device type “door sensor”

Appstore Playstore



7.2 - Make sure the device is in waiting Wi-Fi configuration mode with the 
LED blinking in red fast or slow. The device will enter the waiting 
configuration after it is fi rst time powered on or pressing and holding the 
button till the LED is blinking in red fast or slow.
7.3 - Follow the APP guideline to enter the Wi-Fi SSID and password, then 
wait for the Wi-Fi confi guration is finished.
7.4 - After the Wi-Fi connection is finished, the device can be re-named and 
can be shared with family immediately.

Make sure the device is working in EZ mode, if the APP works in EZ mode. 
Make sure the device is working In AP mode, if the AAP works in AP mode. 
To press and hold the button for 5s switches between EZ mode and AP 
mode. EZ mode is default one.

EZ mode: Make sure your APP is connected to a Wi-Fi router.
Then enter the Wi-Fi router password to finish the Wi-Fi connection.



AP mode: click AP mode, select the Wi-Fi that your APP is
working on. Enter it’s password then, select the device AP name
in Wi-Fi list with Guard sensor to fi nish the Wi-Fi connection.



Set time schedule
Open Guard sensor

1. Go to settings and turn off all
    notifications
2. Go back to the main menu of the
    app and go to Scenarios
3. Create an automatic scenario
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4. Go to “automatic” and add automatic action

5. Add a condition and select device: “Guard sensor”
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6. Select “Manipulated alarm” and choose the option: “Manipulated alarm”

7. Now you have set the scenario
conditions, now add the action
device: “Guard sensor”
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8. Select the function: “Send a reminder” and turn it on

9. You can save this action and then set the time schedule when you want 
to receive notifi cations from the sensor.
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Notes




